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Underfloor box 350-3

21

 

UZD350-3 underfloor box

467 510 362 383 70 - 125
467 510 362 383 115 - 170
467 510 362 383 165 - 220

Type
UZD 350-3
UZD 115170 350-3
UZD 165220 350-3

Dim.
A
mm

Dim.
B
mm

Dim.
a
mm

Dim.
b
mm

Screed
height
mm

Pack.
pcs
1
1
1

Weight
kg/100 pcs.
590.000
665.000
740.000

Item No.
7410034
7410047
7410056

 

Underfloor junction and branch box for screed-covered underfloor installation systems.
Side walls prepared for duct widths of 190, 250 and 350 mm.

St Steel

FS Strip-galvanised

/pc.

 

DSSL heavy-duty support

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DSSL2 75
DSSL2 105
DSSL2 135
DSSL2 165
DSSL2 195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
97.840
111.040
121.840
132.640
143.840

Item No.
7410581
7410583
7410585
7410587
7410589

155

h
32

The heavy-duty supports reinforce the corner areas of the type UZD-3 underfloor box for in-
creased load requirements.
The VPE consists of four heavy-duty supports.

St Steel

FS Strip-galvanised

/VPE

 

Height compensation set for UZD/UGD350-3 with height 70–125 mm

115 - 170 430 80 112
165 - 220 430 130 162

Type
ASH350-3 B115170
ASH350-3 B165220

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1
1

Weight
kg/100 pcs.
97.000
151.500

Item No.
7410150
7410156

Height compensation set for underfloor boxes UZD350-3 and UGD350-3 with a construction
height of 70 to 125 mm for construction stacking of the UZD/UGD, consisting of four fall plates,
four height adjustment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.

Height compensation set for UZD350-3 with height 115–170 mm

165 - 220 430 80 162
Type
ASH350-3 165220

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
102.500

Item No.
7410154

Height compensation set for underfloor boxes UZD350-3 with a construction height of 115 to
170 mm for construction stacking of the UZD/UGD, consisting of four fall plates, four height adjust-
ment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.
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Underfloor box 350-3

22

Height compensation set for UZD350-3 with height 165–220 mm

215 - 270 430 80 212
Type
ASH350-3 215270

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
105.000

Item No.
7410164

Height compensation set for underfloor boxes UZD350-3 with a construction height of 165 to
220 mm for construction stacking of the UZD/UGD, consisting of four fall plates, four height adjust-
ment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.
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Heavy-duty frame cassettes, nominal size 350-3

23

 

Heavy-duty frame cassette, blank, RKSL, nominal 350-3, load class 1

424 388 382 18 20 20
424 388 382 23 25 25
424 388 382 28 30 30
424 388 382 38 40 40

Type
RK SL1 V3 20
RK SL1 V3 25
RK SL1 V3 30
RK SL1 V3 40

Dim.
A
mm

Dim.
B
mm

Dim.
C
mm

Floor
covering
thickness
mm

Dim.
h
mm

Cassette
height
mm

Pack.
pcs
1
1
1
1

Weight
kg/100 pcs.
897.000
927.000
953.000
1,017.000

Item No.
7405912
7405916
7405920
7405928

"Blank" heavy-duty frame cassette for the creation of an inspection opening in the UZD350-3 in
dry or wet-cleaned floors. Load class 1 to 10 kN. Only suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

 

Heavy-duty frame cassette for tube body, RKFSL, nominal 350-3, load
class 1

424 388 382 18 20 20
424 388 382 23 25 25
424 388 382 28 30 30
424 388 382 38 40 40

Type
RKF2 SL1 V3 20
RKF2 SL1 V3 25
RKF2 SL1 V3 30
RKF2 SL1 V3 40

Dim.
A
mm

Dim.
B
mm

Dim.
C
mm

Floor
covering
thickness
mm

Dim.
h
mm

Cassette
height
mm

Pack.
pcs
1
1
1
1

Weight
kg/100 pcs.
912.000
941.000
968.000
1,032.000

Item No.
7409502
7409504
7409506
7409510

h+4

C

h

A

B

122

Heavy-duty frame cassette for tube body for the installation of accessories in the UZD350-3 in dry
or wet-cleaned floors. Load class 1 to 10 kN.

V2A Stainless steel, grade 304 /pc.

 

Heavy-duty frame cassette, blank, RKSL, nominal 350-3, load class 2

424 388 382 14 20 20
424 388 382 19 25 25
424 388 382 24 30 30
424 388 382 34 40 40

Type
RK SL2 V3 20
RK SL2 V3 25
RK SL2 V3 30
RK SL2 V3 40

Dim.
A
mm

Dim.
B
mm

Dim.
C
mm

Floor
covering
thickness
mm

Dim.
h
mm

Cassette
height
mm

Pack.
pcs
1
1
1
1

Weight
kg/100 pcs.
1,346.000
1,377.000
1,400.000
1,466.000

Item No.
7405952
7405956
7405960
7405968

"Blank" heavy-duty frame cassette for the creation of an inspection opening in the UZD350-3 in
dry or wet-cleaned floors. Load class 2 to 20 kN. Only suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

Heavy-duty frame cassette for tube body, RKFSL, nominal 350-3, load
class 2

424 388 382 14 20 20
424 388 382 19 25 25
424 388 382 24 30 30
424 388 382 34 40 40

Type
RKF2 SL2 V3 20
RKF2 SL2 V3 25
RKF2 SL2 V3 30
RKF2 SL2 V3 40

Dim.
A
mm

Dim.
B
mm

Dim.
C
mm

Floor
covering
thickness
mm

Dim.
h
mm

Cassette
height
mm

Pack.
pcs
1
1
1
1

Weight
kg/100 pcs.
1,278.000
1,307.000
1,334.000
1,398.000

Item No.
7409542
7409544
7409546
7409550

h+4

C

h

A

B

122

Heavy-duty frame cassette for tube body for the installation of accessories in the UZD350-3 in dry
or wet-cleaned floors. Load class 2 to 20 kN.

V2A Stainless steel, grade 304 /pc.
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Underfloor box 250-3

26

 

UZD250-3 underfloor box

367 410 262 283 70 - 125
367 410 262 283 115 - 170
367 410 262 283 165 - 220

Type
UZD 250-3
UZD 115170 250-3
UZD 165220 250-3

Dim.
A
mm

Dim.
B
mm

Dim.
a
mm

Dim.
b
mm

Screed
height
mm

Pack.
pcs
1
1
1

Weight
kg/100 pcs.
420.000
480.000
530.000

Item No.
7410030
7410043
7410052

 

Underfloor junction and branch box for screed-covered underfloor installation systems.
Side walls are prepared for duct widths 190 and 250 mm.

St Steel

FS Strip-galvanised

/pc.

 

DSSL heavy-duty support

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DSSL2 75
DSSL2 105
DSSL2 135
DSSL2 165
DSSL2 195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
97.840
111.040
121.840
132.640
143.840

Item No.
7410581
7410583
7410585
7410587
7410589

155

h
32

The heavy-duty supports reinforce the corner areas of the type UZD-3 underfloor box for in-
creased load requirements.
The VPE consists of four heavy-duty supports.

St Steel

FS Strip-galvanised

/VPE

 

Height compensation set for UZD/UGD250-3 with height 70–125 mm

115 - 170 330 80 112
Type
ASH250-3 B115170

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
76.500

Item No.
7410142

165 - 220 330 130 162ASH250-3 B165220 1 120.000 7410148

Height compensation set for underfloor boxes UZD250-3 and UGD250-3 with a construction
height of 70 to 125 mm for construction stacking of the UZD/UGD, consisting of four fall plates,
four height adjustment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.

Height compensation set for UZD250-3 with height 115–170 mm

165 - 220 330 80 162
Type
ASH250-3 165220

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
82.000

Item No.
7410146

Height compensation set for underfloor boxes UZD250-3 with a construction height of 115 to
170 mm for construction stacking of the UZD/UGD, consisting of four fall plates, four height adjust-
ment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.
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Underfloor box 250-3

27

Height compensation set for UZD250-3 with height 165–220 mm

215 - 270 330 80 212
Type
ASH250-3 215270

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
85.000

Item No.
7410158

Height compensation set for underfloor boxes UZD250-3 with a construction height of 165 to
220 mm for construction stacking of the UZD/UGD, consisting of four fall plates, four height adjust-
ment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.
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Heavy-duty cassette, square design, height-adjustable

28

 

Heavy-duty mounting lid for square cassettes 4, nominal size 250-3

282 201
Type
DUG 250-3 4SL

Dim.
A
mm

Dim.
a
mm

Pack.
pcs
1

Weight
kg/100 pcs.
146.500

Item No.
7401404

The heavy-duty mounting lid for the type UZD250-3 underfloor box is suitable for installation in a
square heavy-duty cassette of nominal size 4. The installation opening is recessed by 3 mm and
can be closed subsequently by a lid blanking plate.

St Steel

FS Strip-galvanised

/pc.

 

Height adjustment unit for heavy-duty mounting lid

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DUG SL75
DUG SL105
DUG SL135
DUG SL165
DUG SL195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
121.600
153.700
172.500
193.300
210.500

Item No.
7409680
7409682
7409684
7409686
7409688

The height adjustment units rated for increased load requirements permit the screed-flush height
adjustment of the heavy-duty mounting lid and are to be ordered separately.
The VPE consists of four height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Height-adjustable heavy-duty cassette, blank, RKNSL, nominal size 4,
stainless steel

100 15 100 - 150 V2A
105 20 105 - 155 V2A

Type
RKN2 4 VMSL1N 15
RKN2 4 VMSL1N 20

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
389.000
400.000

Item No.
7409008
740901019

9
h

Heavy-duty "blank" square cassette of nominal size 4 for the creation of an inspection opening in
trunking systems, raised or cavity floors, in dry or wet-cleaned floors. Load class 1 to 10 kN. Only
suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

Height-adjustable heavy-duty cassette for tube body RKFNSL, nominal
size 4, stainless steel

100 15 100 - 150 V2A
105 20 105 - 155 V2A

Type
RKFN2 4 VMSL1N15
RKFN2 4 VMSL1N20

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
355.500
367.000

Item No.
7409382
7409384

h
19

9

122 Heavy-duty square cassette for tube body of nominal size 4 for the installation of accessories in
trunking systems, raised or cavity floors, in dry or wet-cleaned floors. Load class 1 to 10 kN.

V2A Stainless steel, grade 304 /pc.
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Heavy-duty cassettes, round design, height-adjustable

29

 

Heavy-duty mounting lid for round cassette R4, nominal size 250-3

282 215
Type
DUG 250-3 R4SL

Dim.
A
mm

Dim.
d Ø
mm

Pack.
pcs
1

Weight
kg/100 pcs.
159.300

Item No.
7401406

The heavy-duty mounting lid for the UZD250-3 underfloor box is suitable for the installation of a
round heavy-duty cassette of nominal size R4. The installation opening is recessed by 3 mm and
can be closed subsequently by a lid blanking plate.

St Steel

FS Strip-galvanised

/pc.

 

Height adjustment unit for heavy-duty mounting lid

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DUG SL75
DUG SL105
DUG SL135
DUG SL165
DUG SL195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
121.600
153.700
172.500
193.300
210.500

Item No.
7409680
7409682
7409684
7409686
7409688

The height adjustment units rated for increased load requirements permit the screed-flush height
adjustment of the heavy-duty mounting lid and are to be ordered separately.
The VPE consists of four height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Height-adjustable heavy-duty cassette, blank, RKRSL, nominal size
R4, stainless steel

105 20 105 - 155 V2A
109 25 109 - 159 V2A

Type
RKR2 4SL2 V2 20
RKR2 4SL2 V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
559.000
624.000

Item No.
7409072
7409074

h
21

4

Round, "blank", heavy-duty cassette of nominal size R4 for the creation of an inspection opening
in trunking systems, raised and cavity floors, in dry or wet-care floors. Load class 2 to 20 kN. Only
suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

Height-adjustable heavy-duty cassette for tube body RKFRSL, nominal
size R4, stainless steel

110 20 105 - 155 V2A
114 25 109 - 159 V2A

Type
RKFR2 4 SL2V2 20
RKFR2 4 SL2V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
604.000
669.000

Item No.
7409462
7409464

h
21

4

122
Round heavy-duty cassette for tube body of nominal size R4 for the installation of accessories in
trunking systems, raised and cavity floors, in dry or wet-cleaned floors. Load class 2 to 20 kN.

V2A Stainless steel, grade 304 /pc.
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Underfloor box 350-3

30

 

UZD350-3 underfloor box

467 510 362 383 70 - 125
467 510 362 383 115 - 170
467 510 362 383 165 - 220

Type
UZD 350-3
UZD 115170 350-3
UZD 165220 350-3

Dim.
A
mm

Dim.
B
mm

Dim.
a
mm

Dim.
b
mm

Screed
height
mm

Pack.
pcs
1
1
1

Weight
kg/100 pcs.
590.000
665.000
740.000

Item No.
7410034
7410047
7410056

 

Underfloor junction and branch box for screed-covered underfloor installation systems.
Side walls prepared for duct widths of 190, 250 and 350 mm.

St Steel

FS Strip-galvanised

/pc.

 

DSSL heavy-duty support

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DSSL2 75
DSSL2 105
DSSL2 135
DSSL2 165
DSSL2 195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
97.840
111.040
121.840
132.640
143.840

Item No.
7410581
7410583
7410585
7410587
7410589

155

h
32

The heavy-duty supports reinforce the corner areas of the type UZD-3 underfloor box for in-
creased load requirements.
The VPE consists of four heavy-duty supports.

St Steel

FS Strip-galvanised

/VPE

 

Height compensation set for UZD/UGD350-3 with height 70–125 mm

115 - 170 430 80 112
Type
ASH350-3 B115170

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
97.000

Item No.
7410150

165 - 220 430 130 162ASH350-3 B165220 1 151.500 7410156

Height compensation set for underfloor boxes UZD350-3 and UGD350-3 with a construction
height of 70 to 125 mm for construction stacking of the UZD/UGD, consisting of four fall plates,
four height adjustment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.

Height compensation set for UZD350-3 with height 115–170 mm

165 - 220 430 80 162
Type
ASH350-3 165220

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
102.500

Item No.
7410154

Height compensation set for underfloor boxes UZD350-3 with a construction height of 115 to
170 mm for construction stacking of the UZD/UGD, consisting of four fall plates, four height adjust-
ment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.
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Underfloor box 350-3

31

Height compensation set for UZD350-3 with height 165–220 mm

215 - 270 430 80 212
Type
ASH350-3 215270

Screed
height
mm

Dim.
A
mm

Dim.
B
mm

Dim.
l
mm

Pack.
pcs
1

Weight
kg/100 pcs.
105.000

Item No.
7410164

Height compensation set for underfloor boxes UZD350-3 with a construction height of 165 to
220 mm for construction stacking of the UZD/UGD, consisting of four fall plates, four height adjust-
ment screws and four rotary locks.

St Steel

FS Strip-galvanised

/pc.
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Heavy-duty cassette, square design, height-adjustable

32

 

Heavy-duty mounting lid for square cassettes 4, nominal size 350-3

383 201
Type
DUG 350-3 4SL

Dim.
A
mm

Dim.
a
mm

Pack.
pcs
1

Weight
kg/100 pcs.
355.600

Item No.
7401408

The heavy-duty mounting lid for the type UZD350-3 underfloor box is suitable for installation in a
square heavy-duty cassette of nominal size 4. The installation opening is recessed by 3 mm and
can be closed subsequently by a lid blanking plate.

St Steel

FS Strip-galvanised

/pc.

 

Height adjustment unit for heavy-duty mounting lid

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DUG SL75
DUG SL105
DUG SL135
DUG SL165
DUG SL195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
121.600
153.700
172.500
193.300
210.500

Item No.
7409680
7409682
7409684
7409686
7409688

The height adjustment units rated for increased load requirements permit the screed-flush height
adjustment of the heavy-duty mounting lid and are to be ordered separately.
The VPE consists of four height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Height-adjustable heavy-duty cassette, blank, RKNSL, nominal size 4,
stainless steel

100 15 100 - 150 V2A
105 20 105 - 155 V2A

Type
RKN2 4 VMSL1N 15
RKN2 4 VMSL1N 20

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
389.000
400.000

Item No.
7409008
740901019

9
h

Heavy-duty "blank" square cassette of nominal size 4 for the creation of an inspection opening in
trunking systems, raised or cavity floors, in dry or wet-cleaned floors. Load class 1 to 10 kN. Only
suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

Height-adjustable heavy-duty cassette for tube body RKFNSL, nominal
size 4, stainless steel

100 15 100 - 150 V2A
105 20 105 - 155 V2A

Type
RKFN2 4 VMSL1N15
RKFN2 4 VMSL1N20

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
355.500
367.000

Item No.
7409382
7409384

h
19

9

122 Heavy-duty square cassette for tube body of nominal size 4 for the installation of accessories in
trunking systems, raised or cavity floors, in dry or wet-cleaned floors. Load class 1 to 10 kN.

V2A Stainless steel, grade 304 /pc.
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Heavy-duty cassette, square design, height-adjustable

33

 

Heavy-duty mounting lid for square cassettes 9, nominal size 350-3

383 244
Type
DUG 350-3 9SL

Dim.
A
mm

Dim.
a
mm

Pack.
pcs
1

Weight
kg/100 pcs.
294.400

Item No.
7401410

The heavy-duty mounting lid for the type UZD350-3 underfloor box is suitable for installation in a
square heavy-duty cassette of nominal size 9. The installation opening is recessed by 3 mm and
can be closed subsequently by a lid blanking plate.

St Steel

FS Strip-galvanised

/pc.

 

Height adjustment unit for heavy-duty mounting lid

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DUG SL75
DUG SL105
DUG SL135
DUG SL165
DUG SL195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
121.600
153.700
172.500
193.300
210.500

Item No.
7409680
7409682
7409684
7409686
7409688

The height adjustment units rated for increased load requirements permit the screed-flush height
adjustment of the heavy-duty mounting lid and are to be ordered separately.
The VPE consists of four height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Height-adjustable heavy-duty cassette, blank, RKNSL, nominal size 9,
stainless steel

100 16 100 - 150 V2A
105 21 105 - 155 V2A

Type
RKN2 9 VMSL1N 16
RKN2 9 VMSL1N 21

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
550.000
563.000

Item No.
7409028
7409030

h
24

3

Heavy-duty "blank" square cassette of nominal size 9 for the creation of an inspection opening in
trunking systems, raised or cavity floors, in dry or wet-cleaned floors. Load class 1 to 10 kN. Only
suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

Height-adjustable heavy-duty cassette for tube body RKFNSL, nominal
size 9, stainless steel

100 16 100 - 150 V2A
105 21 105 - 155 V2A

Type
RKFN2 9 VMSL1N16
RKFN2 9 VMSL1N21

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
501.000
514.000

Item No.
7409388
7409390

h
24

3

122
Heavy-duty square cassette for tube body of nominal size 9 for the installation of accessories in
trunking systems, raised or cavity floors, in dry or wet-cleaned floors. Load class 1 to 10 kN.

V2A Stainless steel, grade 304 /pc.
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Heavy-duty cassettes, round design, height-adjustable
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Heavy-duty mounting lid for round cassette R4, nominal size 350-3

383 215
Type
DUG 350-3 R4SL

Dim.
A
mm

Dim.
d Ø
mm

Pack.
pcs
1

Weight
kg/100 pcs.
370.400

Item No.
7401412

The heavy-duty mounting lid for the UZD350-3 underfloor box is suitable for the installation of a
round heavy-duty cassette of nominal size R4. The installation opening is recessed by 3 mm and
can be closed subsequently by a lid blanking plate.

St Steel

FS Strip-galvanised

/pc.

 

Height adjustment unit for heavy-duty mounting lid

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DUG SL75
DUG SL105
DUG SL135
DUG SL165
DUG SL195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
121.600
153.700
172.500
193.300
210.500

Item No.
7409680
7409682
7409684
7409686
7409688

The height adjustment units rated for increased load requirements permit the screed-flush height
adjustment of the heavy-duty mounting lid and are to be ordered separately.
The VPE consists of four height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Height-adjustable heavy-duty cassette, blank, RKRSL, nominal size
R4, stainless steel

105 20 105 - 155 V2A
109 25 109 - 159 V2A

Type
RKR2 4SL2 V2 20
RKR2 4SL2 V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
559.000
624.000

Item No.
7409072
7409074

h
21

4

Round, "blank", heavy-duty cassette of nominal size R4 for the creation of an inspection opening
in trunking systems, raised and cavity floors, in dry or wet-care floors. Load class 2 to 20 kN. Only
suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

Height-adjustable heavy-duty cassette for tube body RKFRSL, nominal
size R4, stainless steel

110 20 105 - 155 V2A
114 25 109 - 159 V2A

Type
RKFR2 4 SL2V2 20
RKFR2 4 SL2V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
604.000
669.000

Item No.
7409462
7409464

h
21

4

122
Round heavy-duty cassette for tube body of nominal size R4 for the installation of accessories in
trunking systems, raised and cavity floors, in dry or wet-cleaned floors. Load class 2 to 20 kN.

V2A Stainless steel, grade 304 /pc.
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Heavy-duty cassettes, round design, height-adjustable
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Heavy-duty mounting lid for round cassette R7, nominal size 350-3

383 275
Type
DUG 350-3 R7SL

Dim.
A
mm

Dim.
d Ø
mm

Pack.
pcs
1

Weight
kg/100 pcs.
370.400

Item No.
7401414

The heavy-duty mounting lid for the UZD350-3 underfloor box is suitable for the installation of a
round heavy-duty cassette of nominal size R7. The installation opening is recessed by 3 mm and
can be closed subsequently by a lid blanking plate.

St Steel

FS Strip-galvanised

/pc.

 

Height adjustment unit for heavy-duty mounting lid

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DUG SL75
DUG SL105
DUG SL135
DUG SL165
DUG SL195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
121.600
153.700
172.500
193.300
210.500

Item No.
7409680
7409682
7409684
7409686
7409688

The height adjustment units rated for increased load requirements permit the screed-flush height
adjustment of the heavy-duty mounting lid and are to be ordered separately.
The VPE consists of four height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Height-adjustable heavy-duty cassette, blank, RKRSL, nominal size
R7, stainless steel

105 20 105 - 155 V2A
109 25 109 - 159 V2A

Type
RKR2 7SL2 V2 20
RKR2 7SL2 V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
894.000
966.000

Item No.
7409092
7409094

h
27

4

Round, "blank", heavy-duty cassette of nominal size R7 for the creation of an inspection opening
in trunking systems, raised and cavity floors, in dry or wet-cleaned floors. Load class 2 to 20 kN.
Only suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.

Height-adjustable heavy-duty cassette for tube body RKFRSL, nominal
size R7, stainless steel

110 20 105 - 155 V2A
114 25 109 - 159 V2A

Type
RKFR2 7 SL2V2 20
RKFR2 7 SL2V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
885.000
947.000

Item No.
7409466
7409468 27

4

122

h

Round heavy-duty cassette for tube body of nominal size R7 for the installation of accessories in
trunking systems, raised and cavity floors, in dry or wet-cleaned floors. Load class 2 to 20 kN.

V2A Stainless steel, grade 304 /pc.
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Heavy-duty cassettes, round design, height-adjustable

36

 

Heavy-duty mounting lid for round cassette R9, nominal size 350-3

383 305
Type
DUG 350-3 R9SL

Dim.
A
mm

Dim.
d Ø
mm

Pack.
pcs
1

Weight
kg/100 pcs.
252.500

Item No.
7401416

The heavy-duty mounting lid for the UZD350-3 underfloor box is suitable for the installation of a
round heavy-duty cassette of nominal size R9. The installation opening is recessed by 3 mm and
can be closed subsequently by a lid blanking plate.

St Steel

FS Strip-galvanised

/pc.

 

Height adjustment unit for heavy-duty mounting lid

75 - 110
105 - 140
135 - 170
165 - 200
195 - 230

Type
DUG SL75
DUG SL105
DUG SL135
DUG SL165
DUG SL195

Screed
height
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
121.600
153.700
172.500
193.300
210.500

Item No.
7409680
7409682
7409684
7409686
7409688

The height adjustment units rated for increased load requirements permit the screed-flush height
adjustment of the heavy-duty mounting lid and are to be ordered separately.
The VPE consists of four height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Height-adjustable heavy-duty cassette for tube body RKFRSL, nominal
size R9, stainless steel

110 20 105 - 155 V2A
114 25 109 - 159 V2A

Type
RKFR2 9 SL2V2 20
RKFR2 9 SL2V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
589.000
647.000

Item No.
7409470
740947230

4

122

h

Round heavy-duty cassette for tube body of nominal size R9 for the installation of accessories in
trunking systems, raised and cavity floors, in dry or wet-cleaned floors. Load class 2 to 20 kN.

V2A Stainless steel, grade 304 /pc.

Height-adjustable heavy-duty cassette, blank, RKRSL, nominal size
R9, stainless steel

105 20 105 - 155 V2A
109 25 109 - 159 V2A

Type
RKR2 9SL2 V2 20
RKR2 9SL2 V2 25

Dim.
h
mm

Floor
covering
thickness
mm

Floor
height
mm

Material 
symbol

Pack.
pcs
1
1

Weight
kg/100 pcs.
664.000
1,054.000

Item No.
7409112
7409114

h
30

4

Round, "blank", heavy-duty cassette of nominal size R9 for the creation of an inspection opening
in trunking systems, raised and cavity floors, in dry or wet-cleaned floors. Load class 2 to 20 kN.
Only suitable for smooth floor coverings.

V2A Stainless steel, grade 304 /pc.
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Expansion and spare parts for heavy-duty cassettes

37

 

Tube body with cover plate, without handle clamp, for frame cassette
and height-adjustable cassette

Type
TUK2 V

Pack.
pcs
1

Weight
kg/100 pcs.
59.000

Item No.
7428141

110

35

Height-adjustable cord outlet for installation in RKF frame cassettes and in height-adjustable round
and square RKFR and RKFN cassettes. Raised height when used, flushfloor when unused. Use
in wet-care floors. Tube body cover made of V2A.

Zn Die-cast zinc

N Nickel-plated

/pc.

 

Tube body with cover plate, with handle clamp, for frame cassette and
height-adjustable cassette

Type
TUK2 GV

Pack.
pcs
1

Weight
kg/100 pcs.
59.000

Item No.
7428140

11
0

35

Height-adjustable cord outlet for installation in RKF frame cassettes and in height-adjustable round
and square RKFR and RKFN cassettes. Raised height when used, flushfloor when unused. Use
in wet-care floors. Tube body cover and handle made of V2A.

Zn Die-cast zinc

N Nickel-plated

/pc.

 

Tube body with floor covering recess, with handle clamp, for frame
cassette and height-adjustable cassette

Type
TUK2 G4

Pack.
pcs
1

Weight
kg/100 pcs.
45.000

Item No.
7428142

35

11
0

Height-adjustable cord outlet for installation in RKF frame cassettes and in height-adjustable round
and square RKFR and RKFN cassettes. Raised height when used, flushfloor when unused. Use
in wet-care floors. With 4 mm floor covering recess for construction-side panelling with cut resist-
ant floor covering, with handle clamp.

Zn Die-cast zinc

N Nickel-plated

/pc.

 

Round seal for tube body

Type
RD2 TUK2

Pack.
pcs
1

Weight
kg/100 pcs.
0.200

Item No.
7407098

100

Round seal for tube body TUK2 - spare part.

EPDM Ethylene propylene diene rubber DIN 1629 /pc.

Care agent for cassette seal and tube body seal

Type
PF-G

Pack.
pcs
1

Weight
kg/100 pcs.
0.800

Item No.
7407110

Cleaning agent for round seals RD2, flat seals FD2 QNK and tube body seal RD2TUK2.

PTFE Synthetic oil-based montage paste /pc.



08
 U

FS
 S

ch
w

er
la

st
sy

st
em

e 
20

16
_m

it 
P

ro
du

kt
e 

/ e
n 

/ 1
1/

05
/2

01
7 

(L
LE

xp
or

t_
04

55
7)

 / 
11

/0
5/

20
17

Expansion and spare parts for heavy-duty cassettes

38

 

Height adjustment unit RKNEV2

110
150
190
230
270

Type
RK NEV2 110
RK NEV2 150
RK NEV2 190
RK NEV2 230
RK NEV2 270

Dim.
h
mm

Pack.
PU
1
1
1
1
1

Weight
kg/100 PUs
25.200
30.000
35.000
40.000
45.800

Item No.
7405815
7405816
7405817
7405818
7405819

h

M8

60x30

110 140 - 190 145 - 195 145 - 190 150 - 195 145 - 195 150 - 195 133 - 173
150 180 - 230 185 - 235 185 - 230 190 - 235 185 - 235 190 - 235 173 - 213
190 220 - 270 225 - 275 225 - 270 230 - 275 225 - 275 230 - 275 213 - 253
230 260 - 310 265 - 315 265 - 310 270 - 315 265 - 315 270 - 315 253 - 293
270 300 - 350 305 - 355 305 - 350 310 - 355 305 - 355 310 - 355 293 - 333

mm mm mm mm mm mm mm mm

Dimen-
sion "h"

RKN2,
20 mm

RKN2,
25 mm

RK(S+F)N2,
20 mm

RK(S+F)N2,
25 mm

RKR2,
20/25 mm

RK(S+F)R2,
20/25 mm

OKB
  Dimensions
   

For flush-floor height adjustment of the height adjustable cassette units and the OKB screed-flush
trunking system. The VPE consists of 4 height adjustment units.

St Steel

G Electrogalvanised

/VPE

 

Flat seal for square height-
adjustable cassette, nom-
inal size NG4 and NG9

EPDM Ethylene propylene diene rubber DIN 1629 /pc.

Type
FD 4 QNK2
FD 9 QNK2

Pack.
pcs
1
1

Weight
kg/100 pcs.
1.300
1.700

Item No.
7407107
7407109

 

19
0

Flat seal for height-adjustable square cassettes RKN2 and RKFN2 of
nominal sizes 4 and 9.

 

Round seal for height-ad-
justable round cassette
R4, R7 and R9

EPDM Ethylene propylene diene rubber DIN 1629 /pc.

—
—

Type
RD R4 NK2
RD R7 NK2
RD R9 NK2

Pack.
pcs
1
1
1

Weight
kg/100 pcs.
1.300
1.700
1.500

Item No.
7407073
7407074
7407075

 

D

Round seal for height-adjustable round cassettes RKR2 and RKFR2 of
nominal sizes R4, R7 and R9.

Mounting key with
threaded sleeve

/pc.

Type
WZ 1022

Pack.
pcs
1

Weight
kg/100 pcs.
21.350

Item No.
7408626

 

For lifting out cassettes equipped with a threaded sleeve.

Threaded sleeve for
height-adjustable, round
heavy-duty cassette

V2A Stainless steel, grade 304 /pc.

20
25

Type
GH NR SL20
GH NR SL25

Floor
covering
thickness
mm

Pack.
pcs
1
1

Weight
kg/100 pcs.
1.350
1.610

Item No.
7406870
7406871

Threaded sleeves for retro-installation in round heavy-duty cassettes.
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